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BP-Husky Refining LLC



 
HSSE Field Inspection Checklist
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	JOB/PROJECT INFORMATION

	BP-Husky Information
	Contractor Information

	Job/Project:
	Contract Company:

	Area/Unit:
	Contract Number:

	CAM:
	Contract Owner:

	Job Rep:
	Contractor Job Representative:

	Date:
	Sub-Contractors:


	Check the appropriate box of any inspection list to be made a part of this inspection


 FORMCHECKBOX 
 General Safety
 FORMCHECKBOX 
 Scaffolds
 FORMCHECKBOX 
 Boom Platforms

 FORMCHECKBOX 
 Training
 FORMCHECKBOX 
 Ladders
 FORMCHECKBOX 
 Electrical Safety

 FORMCHECKBOX 
 Environmental/Housekeeping
 FORMCHECKBOX 
 Welding & Cutting
 FORMCHECKBOX 
 Excavations

 FORMCHECKBOX 
 PPE

 FORMCHECKBOX 
 Hand Tools
 FORMCHECKBOX 
 Concrete

 FORMCHECKBOX 
 Fire Prevention & Protection
 FORMCHECKBOX 
 Motor Vehicles

 FORMCHECKBOX 
 Pile Driving


 FORMCHECKBOX 
 Confined Spaces
 FORMCHECKBOX 
 Cranes & Hoists

 FORMCHECKBOX 
 Marine 
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Note:  This safety Inspection checklist does not relieve the contractor form responsibility to comply with all local, state and federal safety requirements and codes, and is intended to be used only as a general guide to job safety.

	ITEM
	YES
	NO
	N/A
	REMARKS

	General Safety
	
	
	
	

	Hazard Communication
Is a written program available and do employees have access to the program?
	
	
	
	

	Is a list of hazardous chemicals on-site available?
	
	
	
	

	Is a file of MSDS’s maintained?
	
	
	
	

	Are chemicals properly labeled?
	
	
	
	

	Safety Signs
Is adequate supply of safety signs on the job site?
	
	
	
	

	Are assembly area, emergency numbers and evacuation routes posted?
	
	
	
	

	Is required OSHA poster posted?
	
	
	
	

	Are hazards properly marked or barricaded?
	
	
	
	

	Injury/illness log being maintained?
	
	
	
	

	Are employees smoking only in approved smoking areas?
	
	
	
	

	Are health and sanitary facilities provided to employee?
	
	
	
	

	Are sufficient first aid kits available?
	
	
	
	

	Do first aid kits contain bloodborne pathogens kit?
	
	
	
	

	Has the proper permit for the work being performed been issued by Operations? (this includes hot work and vehicle entry)
	
	
	
	

	In the case of infrequently performed or unusual jobs, are BP Oil Accident Prevention Procedures and any special precautions being followed?
	
	
	
	


	Training
	
	
	
	

	Is a Safety Training Program provided for employees?
	
	
	
	

	Do employees receive appropriate training for their responsibilities or tasks performed (check 1-9) ?
	
	
	
	

	1. PPE
	
	
	
	

	2. HAZCOM
	
	
	
	

	3. Confined Space
	
	
	
	

	4. LO/TO
	
	
	
	

	5. Emergency Procedures
	
	
	
	

	6. Fall Protection
	
	
	
	

	7. Fire extinguisher
	
	
	
	

	8. Equipment Operator (fork lift, cranes, etc.)
	
	
	
	

	9. Trained, certified, licensed as necessary for hazardous material work (asbestos, lead, hazardous waste, etc.)
	
	
	
	

	Is training documentation available?
	
	
	
	

	Is refresher training provided as appropriate or required?
	
	
	
	

	Are contractor employees trained in proper use of fire extinguishers?
	
	
	
	

	Environmental/Housekeeping
	
	
	
	

	Is debris kept cleared from work areas, passageways and stairs?
	
	
	
	

	Are approved containers available for the disposal of oily waste?
	
	
	
	

	Is proper containment in place at drum storage locations?  e.g. diking, catch basins, ground cover.
	
	
	
	

	Are adequate measures in place to prevent chemical/oil spills?  E.g. containers secured/capped, valves/pumps not leaking, proper handling of residual materials after transfers, etc.
	
	
	
	

	Are containers in acceptable condition to prevent leaks?
	
	
	
	

	Are containers located away from traffic areas to protect against accidental puncture from forklifts, or being hit by vehicles or equipment?
	
	
	
	

	Is there evidence of ground contamination near fuel or product transfer locations?
	
	
	
	

	Are materials stored in a neat manner to prevent sliding, falling or collapse?
	
	
	
	

	PPE
	
	
	
	

	Are employees wearing safety helmets, safety glasses and fire resistant clothing per BP Oil safety requirements?
	
	
	
	

	Are employees wearing face protection where exposed to physical or chemical hazards?
	
	
	
	

	Are employees wearing ear protection where required?
	
	
	
	

	Are all employees free of excess facial hair that would interfere with the sealing surface of a respirator face piece?
	
	
	
	

	Fire Prevention & Protection
	
	
	
	

	Is adequate firefighting equipment in good condition available & accessible at all times?
	
	
	
	

	Are fire extinguishers tagged and is the inspection current?
	
	
	
	

	Are flammable materials stored Properly?
	
	
	
	

	Are containers of flammable material bonded, as necessary?
	
	
	
	

	Are flammable liquids stored only in approved, labeled safety cans?
	
	
	
	

	Confined Spaces
	
	
	
	

	Are entry permit requirements being followed?
	
	
	
	

	Are permits posted?
	
	
	
	

	Is an Entry Attendant on duty?
	
	
	
	

	Scaffolds
	
	
	
	

	Are scaffolds supported on or from a solid firm base?
	
	
	
	

	Are access ladders or equivalent safe access provided to and from scaffolds?
	
	
	
	

	Is all planking scaffold grade or equivalent?
	
	
	
	

	Is all planking of platforms overlapped (12 inch minimum) or secured from movement?
	
	
	
	

	Are guardrails and toeboards installed on all open sides and ends of platforms more than 10 feet above the ground floor?
	
	
	
	

	Are guardrail supports at intervals not to exceed 8 feet?
	
	
	
	

	Are the poles, legs or uprights of scaffolds plumb, & securely & rigidly braced?
	
	
	
	

	Where handrails and toeboards are impractical, do workers wear safety belts?  Are precautions taken to protect personnel below from falling objects?
	
	
	
	

	Are scaffolds kept free and clear of tools, materials & debris in quantities to cause a hazard?
	
	
	
	

	Ladders
	
	
	
	

	Are all ladders in good condition?
	
	
	
	

	Are ladders (wooden step ladders excepted) equipped with safety feet?
	
	
	
	

	Are ladders being used in a safe & proper manner?  (Proper rise over run, 4 to 1?)
	
	
	
	

	Are ladders supported on a firm base?
	
	
	
	

	Are rungs and steps free of grease and oil?
	
	
	
	

	Are portable ladders in use tied, blocked or otherwise secured?
	
	
	
	

	Are ladders placed in doorways, passageways, etc., protected by barricades or guards?
	
	
	
	

	Are portable metal ladders not in use for electrical work or where they may contact electrical conductors?
	
	
	
	

	Welding & Cutting
	
	
	
	

	Are compressed gas cylinders stored upright while in use or storage?
	
	
	
	

	Are cylinder valve protecting caps in place & secure when cylinders are not in use?
	
	
	
	

	Are cylinders secure when moving by a powered vehicle? (vertical is recommended practice)
	
	
	
	

	Are cylinders kept away from welding or cutting operations & energized electrical circuits?
	
	
	
	

	Are cylinders not used as rollers or supports?
	
	
	
	

	Are cylinders in good condition?
	
	
	
	

	Are special wrenches left on cylinders while valve is open?
	
	
	
	

	Are foreign objects kept off of tops of cylinders?
	
	
	
	

	Is gas discharged from cylinders only through suitable regulators?
	
	
	
	

	Are fuel gas & oxygen hoses easily distinguished from each other with connections that are not interchangeable?
	
	
	
	

	Are torches & regulators maintained in good condition?
	
	
	
	

	Are torches lighted only with friction type or approved lighting devices?
	
	
	
	

	Are welding cable repairs or splices insulated properly & a minimum of 10 feet from electrode holder?
	
	
	
	

	Are the frames of all arc welding & cutting machines grounded?
	
	
	
	

	Are all ground connections mechanically strong & electrically adequate for the required current?
	
	
	
	

	Are employees performing any type of welding, cutting or heating protected by suitable eye protective equipment?
	
	
	
	

	Are fire watch personnel in the immediate vicinity of the welding or cutting with the proper firefighting equipment?
	
	
	
	

	Is ventilation in the welding or cutting area adequate to prevent buildup of hazardous substances?
	
	
	
	

	Is the area free of standing oil or combustibles?
	
	
	
	

	Are area sewers and vents protected?
	
	
	
	

	Are required lines blinded and gas free?
	
	
	
	

	Hand Tools
	
	
	
	

	Are unsafe tools removed from service & tagged?
	
	
	
	

	Are all exposed moving parts of tools guarded?
	
	
	
	

	Are users of tools wearing adequate PPE?
	
	
	
	

	Are electric operated tools grounded or double insulated, and protected by GFI?
	
	
	
	

	Are extension cords used with tools in good condition?
	
	
	
	

	Are abrasive wheels provided with guards?
	
	
	
	

	Are air hoses used with pneumatic tools in good condition?
	
	
	
	

	Are air hoses equipped with positive locking couplings?
	
	
	
	

	Are jacks marked with the manufacturers rated capacity?
	
	
	
	

	Are wood blocks used to prevent slipping between jacks and load?
	
	
	
	

	Are proper tools being used for the job being worked?
	
	
	
	

	Are tools in satisfactory conditions?
	
	
	
	

	Motor Vehicles
	
	
	
	

	Do all vehicles headlights, taillights and brake lights in operable condition?
	
	
	
	

	Are vehicles maintained in order to prevent leaks? E.g. hydraulic fluid, dripping oil pans, fuel leaks, etc.
	
	
	
	

	Do all vehicles have an adequate audible warning device (horn)?
	
	
	
	

	Does all heavy equipment have signal backups?
	
	
	
	

	Are all persons riding in motor vehicles seated at all times?
	
	
	
	

	Has height been checked for clear passage to work area in plant?
	
	
	
	

	Cranes and Hoist
	
	
	
	

	Are rated load capacities, special hazard warnings, etc., conspicuously posted on lifting equipment?
	
	
	
	

	Are standard hand signals or radios used to communicate with equipment operators?
	
	
	
	

	Is an illustration of hand signals posted at the job site?
	
	
	
	

	Is a copy of the last test record available for each piece of lifting equipment?
	
	
	
	

	Is all wire rope used on lifting equipment free from excessive wear, excessive broke strands, and evidence of heat damage?
	
	
	
	

	Are moving parts of lifting equipment guarded from contact by employees?
	
	
	
	

	Are all cab windows safety glass and unbroken?
	
	
	
	

	Is an accessible fire extinguisher available in all cabs of equipment?
	
	
	
	

	Are maximum safe loads being obeyed?
	
	
	
	

	Are slings in use free of knots, kinks, & broken strands?
	
	
	
	

	Are slings marked for lads being lifted?
	
	
	
	

	Is a double block or safety stop provided at top to prevent block from stripping cable out of clamp & losing load?
	
	
	
	

	Boom Platforms
	
	
	
	

	Are controls in safe working condition?
	
	
	
	

	Are persons working from boom platforms wearing body belts with lanyards attached to the boom or basket?
	
	
	
	

	Are controls plainly marked?
	
	
	
	

	Electrical
	
	
	
	

	Are controls that are deactivated during work on electrical equipment locked out?
	
	
	
	

	Are tags placed to identify plainly the equipment or circuits being worked on?
	
	
	
	

	When working on electrical equipment, are adequate means taken to protect employees from electric shock either by grounding or insulation?
	
	
	
	

	Are the non current-carrying parts of portable &/or plug connected equipment grounded?
	
	
	
	

	Are extension cords used with portable electric tools of three-wire type?
	
	
	
	

	Are conductors used for bonding and grounding stationary and moveable equipment of ample size to carry the anticipated current?
	
	
	
	

	Are temporary lights equipped with heavy duty electric cords & bulb guards in safe condition?
	
	
	
	

	Is portable electric lighting used in hazardous locations operated at a maximum of 12 volts?
	
	
	
	

	Is cable passing through work area covered or elevated to protect from damage?
	
	
	
	

	Are electric cables not worn or frayed?
	
	
	
	

	Is current protection provided by fuses or circuit breakers for each feeder and  branch circuit utilized?
	
	
	
	

	When fuses are installed or removed with one or both terminals energized are special tools, insulated for the voltage used?
	
	
	
	

	Is each disconnecting means and each service feeder or branch circuit at the point where it originates, legibly marked?
	
	
	
	

	Are energized transformers & other related electrically energized equipment protected from accidental contact by any person by integrated housing or other enclosure such as a fence?
	
	
	
	

	Are metallic enclosures grounded?
	
	
	
	

	Is access to energized transformers or related equipment secured by a lock or other fasteners requiring tools to open them?
	
	
	
	

	Are signs indicating danger or prohibiting unauthorized entry conspicuously displayed?
	
	
	
	

	Excavation
	
	
	
	

	Are the walls and faces of all excavations guarded by a shoring system, sloping of the ground or other system?
	
	
	
	

	Are all slopes excavated to at least the angle of repose?
	
	
	
	

	Is excavated or other material stored and retained at least 2 feet or more from the edge of the excavation?
	
	
	
	

	Are materials used for sheeting, sheet-piling, bracing, shoring, etc. in serviceable condition?
	
	
	
	

	Are blanks or sides of trenches 4 feet or more in depth shored, sheeted, braced, sloped or otherwise supported?
	
	
	
	

	Do trenches 4 feet or more deep have adequate means of exit (ladder or steps)?
	
	
	
	

	Concrete Work
	
	
	
	

	Are employees not working above vertically protruding reinforcing steel unless it has been protected to eliminate the hazard of impalement?
	
	
	
	

	Are wire mesh rolls secured at each end to prevent dangerous recoiling action.
	
	
	
	

	Are powered concrete troweling machines that are manually guided equipped with a control switch that will automatically shut off the power whenever the operator removes his hands from the equipment handles?
	
	
	
	

	Are the sills for shoring sound, rigid & capable of carrying the maximum intended load?
	
	
	
	

	Are stripped forms and shoring removed and stockpiled promptly prior stripping?
	
	
	
	

	Pile Driving
	
	
	
	

	Is overhead protection provided which will not obscure the vision of the operator?
	
	
	
	

	Are stop blocks provided for the leads to prevent the hammer from being raised against the head block?
	
	
	
	

	Are guards provided across the top of the head block to prevent the cable from jumping out of the sheaves?
	
	
	
	

	Are safety chains, or equivalent means, provided for each hose connection to prevent the line from thrashing around in case the coupling becomes disconnected?
	
	
	
	

	Are all employees kept clear when piling is being hoisted into the leads?
	
	
	
	

	When it is necessary to cut off the tops of driven piles, are pile driving operations suspended except where the cutting operations are located at least twice the length of the longest pile form the driver?
	
	
	
	

	Marine
	
	
	
	

	Are ring buoys with not less than 90 feet of line attached readily available an not distanced more than 200 feet apart?
	
	
	
	

	Are employees working over or near water protected with the USCG approved life jacket or buoyant vests?
	
	
	
	

	Are buoyant work vests or life preservers inspected for defects before & after each use?
	
	
	
	

	Is a lifesaving skiff immediately available at the job site?
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